Technical Data

	Opus BT-C2000 & BT-C2400 Specifications

	Operating Voltage 
	12V DC (10V min 16V max)

	Power Adapter
	Input:  100~240V～, 50/60Hz

Output:  12V DC, 1.0A

	Charging Current range 
	200 ~ 1400 mA

(1200 or 1400 mA*)

	Discharge Current range 
	100 ~ 500 mA

	Max. Charging Capacity 
	20,000 mAh (20 Ah)

	Operating Temperature 
	0 to 40o C

	Dimensions (L x W x H) 

of Charging unit:
	5.79” x 3.94” x 1.69”

(147 x 100 x 43 mm)


	La Cross BC1000 Specifications

	Input voltage for AC/DC adapter :
	100-240 VAC 

	Output voltage for AC/DC adapter:
	+3.0V 4A

	Charging current range:
	200 mA -700 mA

	Max charging capacity 

(capacity of rechargeable batteries):
	3000 mAh

	Charging Unit Dimensions (L x W x H)
	5.11” x 2.95” x 1.57”

	
	(130 x 75 x 40 mm)


	Maha MH-C9000 Specifications

	Charging Current: 
	Programmable from 0.2A to 2.0A

 in increments of 0.1A  (19 steps)

	Top-off Charging Current: 
	100mA

	Maintenance Charging Current:
	10mA

	Discharge Termination: 
	Voltage 0.90V

	Discharging Current: 
	Programmable from 0.1A to 1.0A 

in increments of 0.1A  (10 steps)

	Capacity Storage Memory:
	 12 (Cycle mode only)

	Supported Capacity*:
	 100 to 20,000mAh

	Charger Input Power:
	 12V 2.0A

	Adapter Input: 
	100-240V 50/60Hz

	Charging Unit Dimensions

           (L x W x H)
	6.50” x 4.33” x 1.73”

	
	(165 x 110 x 44 mm)


* Always ensure that the batteries can accept the programmed rates.

	AA Battery Slot Airflow Space 
	Opus 

BT-C2000
	La Crosse BC1000
	Maha Powerex

MH-C9000

	Outermost overall 

distance for  both AA 

battery outer surfaces
	83 mm
	59.6 mm
	89 mm

	Distance of the air gap between two adjacent AA batteries
	9 mm
	5.9 mm
	11 mm

	Lower battery cylinder space to the battery slot trough 
	8 mm
	4 mm
	7 mm
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